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TLI MULCHER

1	 Body built in high strength steel.

2	 Sliding skids.

3	 Rotor with knives F09 in helical position with “P-CUT” 

depth limiters.

4	 Reversible knives with carbide (F09).

5	 Hydraulic piston motor Bosch Rexroth with manual 

adjustable displacement 8-28 cc with built-in 

anticavitation valve.

6	 Replaceable counterblades model C01.

7	 Transmission with 4 XPB belts.

8	 Base flange for coupling to the remote controlled carrier 

included.

9	 Mechanical pushing frame.

*	 Hydraulic hoses and connectors to remote controlled 

carrier not included.
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Hammer F09 Standard Hammer F08 Optional
Hammer F39 Standard 
(sides)

Hammer F38 Optional 
(sides) 

Counterblade C01 Standard

MOD. TLI-050 TLI-080 TLI-090

TECHNICAL FEATURES

Working width (m) 0,55 0,85 0,95

Total width (m) 0,75 1,05 1,15

Required pressure range Bar (min-max) 180-280 / 380**

Recommended flow range L/min 40 - 70

Rotor/s cutting diameter (mm) 300

Nr. of hammers F09 + F39 / F08 + F38 10 + 2 18 + 2 22 + 2

Counterblades 2 replaceable rows

Coupling Bolted flange

Nr. of belts - type 4 XPB

Skids Sliding bolted

Weight (kg) 250 280 295

REF. MOD. HH8H05 HH8H08 HH8H09

OPTIONS

340 Rotor mounted with hammers F08

211 Hydraulic piston motor with manually adjustable displacement 26-45 cc

349 Hydraulic piston motor with fixed displacement 28 cc

350 Hydraulic piston motor with fixed displacement 32 cc

407 Hydraulic piston motor with fixed displacement 45 cc

417 Quick coupling adapter for Toro Dingo / Ditch Witch / Vermeer / Ramrod / Boxer / Finn / Thomas

326 Rubber protection

209 Solenoid diverter valve to switch the main flow to the hydraulic hood

382 Flushing valve

KM1.F09.8H Maintenance basic kit (2 hammers F09 + 2 bolts + grease)	

KM2.F09.8H Maintenance kit (basic kit + 4 belts XPB)	

KM1.F08.8H Maintenance basic kit (2 hammers F08 + 2 bolts + grease)	

KM2.F08.8H Maintenance kit (basic kit + 4 belts XPB)	

OTHERS

E Packing

EM Iron support (pallet)

** Maximum pressure for 28 cc, 32 cc and 45 cc fixed displacement motors.


